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TABLE 1 ! MESSENGER WIRE SPAN !
3 " BUNDLE CLASS]F ]CAT [ON FOR :O Q := =: REGISTERED CIVIL ENGINEER DA>§'E
6 MESSENGER WIRE BUNDLED WITH N S i
A SINGLE TYPE OF POWER OR DATA CABLE TOP OF POLE + !
| | PLANS APPROVAL DATE
BUNDLE TYPE 1 BUNDLE TYPE 2 CONNECTION . ' ate of California or its officers or agents
Poévfg,_é)RTPFfE” (MAXIMUM_NUMBER OF (MAXIMUM_NUMBER OF X iz e o 0 resporeile for e acearty o
POWER OR DATA CABLES)|POWER OR DATA CABLES) i g conpieeness of electonic copies o nis plan peet.
3 CONDUCTOR SIGNAL CABLE 5 10 Q ! ! 2
5 CONDUCTOR SIGNAL CABLE 3 6 < : : ©
9 CONDUCTOR SIGNAL CABLE 1 3 i n &
12 CONDUCTOR SIGNAL CABLE 1 2 } i B CONNECTION
28 CONDUCTOR SIGNAL CABLE 0 1 i /
#14 29 57 ! :
#12 23 47 : i <
H . (V2]
"0 19 = - R — | SAG REQUIREMENTS
= 2 o i I i AMBIENT SAG
v < - ! TEMPERATURE
e 5 0 : ABOVE 121°F 5.2% * 0.2%
w2 2 8 i 81°F THROUGH 120°F|5.1% * 0.2%
#1 3 5 [ 41°F THROUGH 80°F |5.0% * 0.2%
70 ; 5 i 1°F THROUGH 40°F [4.9% * 0.2%
270 1 2 ! -30°F THROUGH 0°F [4.8% * 0.2%
3/0 1 3
4/0 1 3 REQUIRED SAG
SIC (6-Conductor) © 12 NO SCALE
SIC (12-Conductor) 3 5
DLC 8 16
FO48 4 8
FO72 3 6
FO96 1 5
FO144 1 3
EXAMPLE 1: SUPPORTED CABLES 8-#8, 2-#10 EXAMPLE 3: SUPPORTED CABLES 12#6, 4-#8, 1F048
MAXIMUM |PERCENTAGE| MAXIMUM (PERCENTAGE MAXIMUM [PERCENTAGE| MAXIMUM [PERCENTAGE
CABLE NUMBER |For TYPE 1| (TYPE 1) |FOR TYPE 2| (TYPE 2) CABLE NUMBER  |FoR TYPE 1| (TYPE 1) |FOR TYPE 2| (TYPE 2)
#8 8 10 80% 21 38% #6 12 8 150% 16 75%
#10 2 19 1% 36 6% #8 4 10 40% 21 19%
Totals (100% Max) 91% 443, Fo48 4 25% 8 13%
This is Type 1 Totals (100% Max) 215% 107%

EXAMPLE 2: SUPPORTED CABLES 6-#8,

2-#10, 3-5 CONDUCTOR SIGNAL CABLE, 2-DLC

MAXIMUM |PERCENTAGE| MAXIMUM |PERCENTAGE
CABLE NUMBER  |ror TYPE 1| (TYPE 1) |FOR TYPE 2| (TYPE 2)
#8 © 10 60% 21 297%

#10 2 19 1% 36 (YA
5CSC 3 3 100% [ 50%
DLC 2 8 25% 16 13%

Totals (100% Max) 196% 98%

This is Type 2

This is not covered by Type 1 or Type 2

NOTES:

1. Total weight of Bundle Type 1 not to exceed 1.9 Ib/f*t.
Maximum cross section dimension of Bundle not to
exceed 1.5"

2. Total weight of Bundle Type 2 not to exceed 3.0 Ib/fft.
Maximum cross section dimension of Bundle not to
exceed 2"

3. Moximum vertical span is 10% of messenger
wire span.
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